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1. VSeobecne

Predmet projektu
Elektroinstalacia zberného dvora v obci Kamenica. Elektroinstalacia dvora pozostava zo silnopradovych
rozvodov a ochrany objektu pred G¢inkami blesku. Projekt nerieSi NN pripojku a meranie spotreby elektricke;
energie. Meranie spotreby elektrickej energie je rieSené v inej ¢asti PD.

Projektové podklady
Podklady pre spracovanie projektu boli stavebné vykresy a poziadavky stavebnika. Projekt bol spracovany
v zmysle platnych noriem a vyhladok. Obsahuje vSetky nélezitosti podra tychto vyhlaSok.

2. Zakladné technické udaje
Prilohy dokumentacie:

Technicka sprava

Schéma instalacie

Bleskozvod

Schéma zapojenia

HAWOWN=

Rozvodna siet, ochrana
3/N/PE AC 230/400V 50Hz, TN-S
1/N/PE AC 230V 50Hz, TN-S
Ochrana pred Urazom elektrickym prddom je v zmysle STN 33 2000-4-41:
A/ v normalnej prevadzke:
- izolovanim zivych Casti (¢l. 412.1)
- krytmi (Cl. 412.2)
B/ pri poruche:
- samocinnym odpojenim napéjania (¢l. 413.1) v sieti TN (¢l. 413.1.3)

Pinst=10kW, Ps=6kW

Predpisy a normy
Tento projekt vychadza z nasledujucich noriem a predpisov:

STN 33 2000-1 Elektrické instalacie budov. Cast 1: Rozsah platnosti, Ugel a zakladné
principy }
STN 33 2000-3 Elektrické inStalacie budov. Cast 3: Stanovenie zakladnych charakteristik

STN 33 2000-4-41 Elektrické inStalacie budov. Cast 4: Zaistenie bezpeénosti
Kapitola 41: Ochrana pred Urazom elektrickym pradom

STN 33 2000-4-42 Elektrické intalacie budov. Cast 4: Zaistenie bezpeénosti.
Kapitola 42: Ochrana pred G¢inkami tepla

STN 33 2000-5-51 Elektrické intalacie budov. Cast 5: Vyber a stavba elektrickych zariadeni.
Kapitola 51: Spolo¢né pravidla

STN 33 2000-5-52 Elektrické intalacie budov. Cast 5: Vyber a stavba elektrickych zariadeni.
Kapitola 52: Elektrické rozvody

STN 34 2710 Predpisy pre zariadenia elektrickej poziarnej signalizacie
STN 730875 Poziarna bezpecénost stavieb. Navrhovanie elektrickej poziarnej signalizacie
STN 730802 Poziarna bezpecnost stavieb. Spolo¢né ustanovenia

A z dalSich s nimi suvisiacich predpisov a noriem.
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PozZiadavky krytia el. pristrojov

V sulade s protokolom o ur€eni vonkaj$ich vplyvov uvedenych v tomto projekte st nasledovné min.
poziadavky na krytie elektrickych pristrojov podla druhu priestoru:

IP43 — elektroinstalacné pristroje

IP43 — svietidla

IP40/20 - rozvadzace

3. Technicky popis

Rozvéadzace
Objekt bude napojeny na elektrickl energiu samostatnou NN pripojkou. Meranie spotreby elektrickej energie
je rieSené v inej Casti PD. Z rozvadzaca merania navrhujeme napojit novy hlavny rozvadzac¢ kdblom CYKY-
J 5x10mm2. InStalacia objektu je napojena z hlavného rozvadzaéa HR umiestneného v kancelarskom
kontajneri. Novy rozvadza¢ HR bude rozvodnica podla schémy zapojenia. Z rozvadzac¢a HR bude napojena
indtalacia. V rozvadzacoch budu osadené nové istiace prvky pre istenie zasuvkovych (In=16A) a svetelnych
okruhov (In=10A). V8etky obvody su chranené doplnkovou ochranou prudovym chrani¢om s rezidentnym
rozdielovym pridom 30mA. Pri rozvadzaCoch bude osadend hlavna uzemrovacia svorkovnica, kde sa
vodi¢om CY 6mm2 pripoja vSetky nezivé Casti zariadeni inStalovanych v objekte.

Vndtorna instalacia

Pre inStalaciu bude pouzité celoplastové kable CYKY-J. Kable su dimenzované v zmysle platnych noriem
podla nasledujucich kritérii: dovolené zatazenie kablov, skratova odolnost kablov, Ubytok napatia,
zabezpecenie vypnutia pri ochrane pred Urazom el. pradom. Kable su ulozené v zemi a na konStrukcii haly.
V objekte je navrhnuté umelé osvetlenie so svietidlami podlfa vyberu investora. Umelé osvetlenie je
navrhnuté pre kazdi miestnost’ podla charakteru miestnosti. Ovladanie osvetlenia je vypinaémi a prepina¢mi
umiestnenymi na objekte kancelarii. Zasuvky v objekte su rieSené v zasuvkovych skrinkach, ktoré slizia pre
napojenie spotrebicov. Doporu¢ena vySka osadenia jednotlivych pristrojov v objekte: 1,2m z&suvkové
skrinky, 1,2m vypinace.

Ochrana pred ucinkami blesku

Objekt bude chraneny pred nepriaznivymi G¢inkami blesku nainStalovanim bleskozvodu. Na objekte je Sikma
strecha. Na streche bude osadend mrezova zachytdvacia sustava. Pocet zvodov bude podla rozmerov
objektu a moznosti osadenia. Zvodové vedenie nie je mozné inStalovat na ¢elnd stranu objektu z dévodu
umiestenia stavby. Zvodové vedenie bude z pozinkovaného ocelového drotu ®10mm. Na streche bude
ulozeny na podpere minimalnej vy$ky 5cm. Vzdialenost podpier maximalne 1m. Na stene bude zvodové
vedenie ulozené pod omietkou v netriestivej plastovej trubke minimalne 3m nad terénom. Vo vyske 0,6-1,8m
nad zemou bude osadena skuSobnéa svorka. Na streche sa so zvodovym vedenim spoja vSetky nezivé Casti,
ktoré sa nachadzaju na streche. Odpor uzemnenia bude maximéalne 10Q. Pri spolo€nom uzemneni vodica
PEN bude odpor uzemnenia maximalne 2 Q. Na uzemnenie budd pouZité zemniace tyée dizky 2m. V3etky
zvody sa v zemi spoja paskou FeZn 30/4. Jestvujuci a novy bleskozvod navrhujeme prepojit. Navrhujeme
inStalovat' zakladovy zemnic.

4. Upozornenia

Montaz elektrickych zariadeni méze vykonat len firma s platnym opravnenim v zmysle Vyhlasky ¢&.
508/2009 Z.z. Pocas montaznych prac musia jednotlivé pracovné skupiny dodrziavat prislusné
bezpecnostné predpisy pre pracu na elektrickych zariadeniach — podfa STN 34 3100, ¢l. 141 az 149, ¢l. 161
az 163, ¢l. 166 az 177. Pri zmenach realizacie stavby bez suhlasu projektanta, projektant nenesie
zodpovednost. Po ukonceni prac musi byt zariadenie podrobené vychodzej odbornej prehliadke a skuske
v zmysle STN 33 2000-6-61 a STN 33 1500. Funkcia, prevadzkova spolahlivost a bezpecnost technickych
zariadeni alebo ich Casti sa preveri predpisanymi prehliadkami a skuskami v zmysle 508/2009 Z.z.
Projektant nenesie Ziadnu zodpovednost za zmeny uskutoénené bez jeho pisomného suhlasu. Zhotovitel
stavby je povmny o zistenych chybach v dokumentécii neodkladne informovat prOjektanta“’Bez povolenia
autora je rozmnozovanie projektu trestné. Podla Vyhlasky 508/2009 Z.z. § 2, prilohy €. 4}l ,¢astrozdelenie
zariadeni a ich zaradenie do skupin podla miery ohrozenia je predmetné zarlademe zaradene do skuplny B.

an,gr

V Bardejove 09. 2011 Vypracoval: Ing. Pete’r"Z’éNrnovsiky

Ing Peter Zarnovsky / tel: 0903117791 / pzarnovsky@gmail.com

2/5



Protokol o uréeni vonkajsich vplyvov — €. 14201109

Nazov stavby Zberny dvor v obci Kamenica
Elektroinstalacia

Miesto stavby Kamenica

Investor Obec Kamenica

Projekt vypracoval Ing. Peter Zarnovsky

Zodpovedny projektant  Ing. Peter Zarnovsky
Hlavny inzinier projektu  Ing. Stanislav Majtner

ZloZenie komisie: 5
predseda: Ing. Peter Zarnovsky
¢lenovia: Ing. Stanislav Majtner

Podklady pre urcenie vonkajsich vplyvov:
1. Projekt stavebnej Casti a predloZzené vyuzitie jednotlivych priestorov

Prilohy:

- Popis technologie a zariadenia, vlastnosti médii a latok.
- Zoznam miestnosti a ich ucel.

- Rozhodnutie

i,

= <
Datum spisania protokolu:

V Bardejove dria 20.08.2011

podpis predsedu komisie
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- Popis technoldgie a zariadeni, vlastnosti médii a latok
Objekt je zastreSeny. Rozklada sa na 1 podlazi. Priestory nebudi vykurované v zimnom obdobi.
V priestoroch nebudu skladované ziadne agresivne, vybusné, ani inak nebezpecné latky.

- Zoznam miestnosti a ich ucel:
Objekt obsahuje nasledovné druhy priestorov:
Vnatorné priestory: skladovacie hlay

- Rozhodnutie

Na zaklade predlozenych podkladov a uvedenych priloh a na zaklade platnych

STN 33 2000-3 Elektrické instalacie budov. Cast 3: Stanovenie zékladnych charakteristik

STN P 33 2000-5-51 Elektrické instalacie budov. Cast 5: Vyber a stavba elektrickych zariadeni
Kapitola 51: Spolo¢né pravidla

dospela komisia pri ur€ovani prostredi v objekte k zaverom uvedenym v priloZzenej tabulke

Priestor

Koéd vonkajsich vplyvov - - —
VSetky vnutorné priestory

AA Teplota okolia AA7
AB Atmosferické podmienky AB7
AC Nadmorska vyska ACH
AD Vyskyt vody AD1
AE Vyskyt cudzich pevnych telies AE1
AF Vyskyt korozivnych alebo AF1
znecistujucich latok
AG Mechanické naméhanie - AG1
- narazy
AH Vibracie AH1
AK Vyskyt rastlin alebo pliesni AK1
AL Vyskyt zivo€ichov ALA1
AM Elektromagnetické, AM1

elektrostatické alebo
lonizujuce Ziarenie

AN Sinecné ziarenie ANT

AP Seizmické uginky AP1

AQ Burkova ¢innost AQ1

AR Pohyb vzduch AR1

AS Vietor AS1

BA Schopnost oséb BA1

BC Dotyk 0s6b s potencidlom BC1
Zeme

BD Podmienky evakuécie BD1
V pripade nebezpecenstva

BE Povaha spracuvanych alebo BE1
skladovanych latok

CA Stavebné materialy CA1

CB Konstrukcia budovy CB1

Kategoria prostredia: lll

Tento protokol je vydané na zaklade podkladov k datumu spracovania protokolu. Pri zmene podkladov po
datume spracovania je potrebné protokol prehodnotit a doplnit.
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NORME CEl
INTERNATIONALE IEC

INTERNATIONAL 62305-2
STANDARD Editon-

Resulis for collection areas and frequencies:
Ad - collection area of direct strikes to the structure
Nd - expected annual number of direct strikes to the structure

1676 m2
0,001 flashes/year

Am - collection area of structure influenced by induced overvoltages from indirect strikes 316542%2 “'|'_|2

Nm - expected annual number of strikes direct to ground or to grounded objects near the structure inducing overvoltages ! ashes/year

Ac1 - collection area of overhead lines from direct strikes g%g?ﬁ]m%

NL1 - expected annual number of direct strikes to the overhead line which are potentially dangerous 027 flashes/year

Al - collection area of overhead lines to indirect strikes (1} g% ﬂqoohmz

NI1 - expected annual number of indirect strikes to ground near the overhead line which induce damaging overvoltages ! ashes/year

Ac2 - collection area of underground lines from direct strikes g%?%mi

NI2 - expected annual number of strikes direct to the underground lines which are potentially dangerous L ashesiyear
559 017 m2

A2 - collection area of underground lines to indirect strikes

NI2 - expected annual number of indirect strikes to ground near the underground line which induce damaging overvoltages 0,168 flashes/year

Type 1 - Loss of Human Life:

RA1 - risk of dangerous touch and step potentials inside and outside the structure from a direct strike to the structure 1,26E-09
REB1 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the structure 3,14E-08
RC1 - risk of electrical / electronic equipment failure due to overvoltage from a direct strike to the structure 0,00E+00
RAM1 - risk of electrical / electronic equipment failure due to overvoltage from an indirect strike to the structure 0,00E+00
RU1 - risk of dangerous touch and step potentials inside and outside the structure from a direct strike to the service lines 3.31E-10
RV1 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the service lines 1.66E-07
AW - risk of electrical / electronic equipment failure due to overvoltage from a direct strike to the service lines 0,00E+00
RZ1 - risk of electrical / electronic equipment failure due to overvoltage from an indirect strike to the service lines 0,00E+00

Type 2 - Loss of Essential Public Services:

RB2 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the structure 0,00E+00
RC2 - risk of electrical / electronic equipment failure due to overvoltage from a direct strike to the structure 0,00E+00
RAM2 - risk of electrical / electronic equipment failure due to overvoltage from an indirect strike to the structure 0,00E+00
RV2 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the service lines 0,00E+00
RAW2 - risk of electrical / electronic equipment failure due to overvoltage from a direct strike to the service lines 0,00E+00
RZ2 - risk of electrical / electronic equipment failure due to overvoltage from an indirect strike to the service lines 0,00E+00

Type 3 - Loss of Cultural Heritage:

RB3 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the structure 0,00E+00
RV3 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the service lines 0,00E+00

Type 4 - Economic Loss:

RA4 - risk of dangerous touch and step potentials inside and outside the structure from a direct strike to the structure 1,26E-07
RB4 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the structure 1.26E-07
RCA - risk of electrical / electronic equipment failure due to overvoltage from a direct strike to the structure 1.26E-06
RAM4 - risk of electrical / electronic equipment failure due to overvoltage from an indirect strike to the structure 6,46E-04
RU4 - risk of dangerous touch and step potentials inside and outside the structure from a direct strike to the service lines 3,31E-08
RV4 - risk of destruction due to fire, explosion, mechanical, chemical damage from a direct strike to the service lines 6,63E-07
AW - risk of electrical / electronic equipment failure due to overvoltage from a direct strike to the service lines 1,66E-05
RZ4 - risk of electrical / electronic equipment failure due to overvoltage from an indirect strike to the service lines 1,51E-04
IEC Risk Assessment Calculator: Version 1.0.3 Database: Version 1.0.3

|IEC Central Office Support (Tel: +41-22-919 0211)
Copyright ©® 2005, IEC. All rights reserved.

The |EC lightning risk assessment calculator is intended to assist in the analysis of various criteria to determine the risk of loss
due to lightning. It is not possible to cover each special design element that may render a structure more or less susceptible to lightning
damage. In special cases, personal and economic factors may be very important and should be considered in addition to the assessment
obtained by use of this tool. It is intended that this tool be used in conjunction with the written standard IEC62305-2.
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